
Fitting Instructions

PERMO® EXTREME RS SK2  
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Lay the Permo® extreme RS with a 
drape of 10 – 15mm between the 
rafters.

Install battens fixing nails through 
Butylon® tape and lay next layer of 
Permo® extreme RS with a 100mm 
headlap so adhesive strips meet.

Pull off adhesive tape at the eaves 
adhering. 

Peel back adhesive tape on the 
two strips sticking the two  
together.

Fix 50mm Butylon® tape down 
the rafters to seal around any nail 
penetrations. 

Fix battens and continue process  
until underlay installation is  
completed.

Liability: All descriptions of the goods in brochures, sales materials and the like (which shall not form part of the contract) are merely indicative of the nature of the goods. We reserve the right to alter the appearance or functionality of the 
materials or components of the goods provided always they do not differ from any expressly agreed specification. Any advice or suggestions made by us or on our behalf whether in brochures, technical literature or in response to a specific 
query as to the usability or suitability of the goods for a specific purpose is given in good faith on a goodwill basis only and on the basis of any information supplied by you. However, it remains your ultimate responsibility to ensure (by trial 
use or processing if necessary) that the goods will be suitable in all respects. (For a full copy of Klober Ltd Terms and Conditions, please contact the Sales Office.)


